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CARCOSEAL UN/LA  

rcoseal / UN /LA.  The lip add on the back offers 

  

 
Ca
protection to the bearing from risk of damage by 
abrasive particles, scale and dust. 
 

d (mm) HxA 
(mm) 

b 
(mm) 

E 
(mm) 

C 
(mm) 

H 
(mm) 

100 ÷ 250 16 x 20 2,0 9 4 1  6 ± 0,1

250 ÷ 400 20 x 22 2,2 11 6 20 ± 0,2 

400 ÷ 600 22 x 25 2,5 11 7 22 ± 0,2 

> 600 25 x 32 3,2 14 8 25 ± 0,2 

Sta ction ted to t diameters. ndard se  rela shaf
 

ur sealing systems are mainly produced with 
ly 

 
O
rubberized fabric & elastomers. Today we main
offer 3 standard materials. 
 
 

 
MATERIAL 

 

Code Type 

Temperature 
(°C) 

Speed 
(m/s) 

Pressure 
(MPa) 

S820 NBR -40 ÷ 120 15 0,05 

HT720 HNBR -40 ÷ 170 25 0,05 

Z420 VITON -30 ÷ 200 25 0,05 

Our three ard  are d ned to e  stand materials esig  cop
with these conditions . 

All our products undergo our exclusive Carcoflon 
treatment which gives considerable reduction of 

the dry friction coefficient. 
 

 

any parameters like, as example, bad finish, 

 

   

Surface finish 

 
M
eccentricity, high temperature, bad lubrication, may  
reduce maximum permissible speed sometimes 
dramatically. All these parameters interact each 
other and therefore a sealing problem is always 
complex.  

 
 

Surface roughness Min Max 

Ra 0,2 mm 0,8 mm 

Rt m 4 m 1 m m
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